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High Sensitivity Vari - Focal Outdoor IR  Camera OUTDOOR IR CAMERA

Features

HSW550DV  

Specification

TV Type

E�ective Pixels

Horizontal Resolution

Image Sensor

Minimun Illumination

Scanning System

Video Output

Electric Auto Iris

Mechanically Moving IR Cut Filter

Gamma

S/N Ratio

White Balance

Gain Control

Lens 

IR LED

CDS Sensor

Power Consumption

Operating Temperature

Operating Humidity

Dimension

NTSC

410,000

More than 540 TV Lines

1/3" Sony High Sensitivity Super HAD CCD

0 Lux (300ft. IR Illumination)

2:1 Interlace

Composite 1.0Vp-p/75Ω, BNC Out

1/60 ~ 1/100,000 sec

Yes

0.45

Over 48dB (AGC O�)

Auto 

Auto 

5 ~ 50 mm Auto Iris Lens(F=1.6)

Giant 12 IR LED

IR LED On/O� Automatically

Less than 1000mA

-20℃ ~ 50℃

30~90%RH

3.1"(W) x 3.1"(H) x 7.2”(W)

High Sensitivity High Res. Vari-Focal Outdoor IR Camera 

    * 1/3” Sony High Sensivity CCD
    * 5 ~50mm Built-In DC Auto Iris Lens
    * High Resolution (540TV Lines)
    * Weatherproof Housing (IP66)
    * Built in Giant 12 IR LEDs & CDS Sensor
    * 300ft IR Illumination
    * Mechanically Moving IR Cut filter (ICR)
    * Concealed Wire Bracket
    * DC 12V / AC 24V

Regular CCD Dual CCD SONY High Sensitivity CCD


